Coding of a Syntax Element contained in a Pre-coded 

Video Signal 

Background of the invention 

I. Technical field of the invention 

The present invention is related to coding of syntax elements 
contained in a pre-coded video signal into a coded bit stream 
and, in particular, to an arithmetic coding scheme for such 
syntax elements. 

II. Description of the prior art 

Entropy coders map an input bit stream of binar i zat ions of 
data values to an output bit stream, the output bit stream 
being compressed relative to the input bit stream, i.e., con- 
sisting of less bits than the input bit stream. This data com- 
pression is achieved by exploiting the redundancy in the in- 
formation contained in the input bit stream. 

Entropy coding is used in video coding applications. Natural 
camera-view video signals show non-stationary statistical be- 
havior. The statistics of these signals largely depend on the 
video content and the acquisition process. Traditional con- 
cepts of video coding that rely on mapping from the video sig- 
nal to a bit stream of variable length-coded syntax elements 
exploit some of the non-stationary characteristics but cer- 
tainly not all of it. Moreover, higher-order statistical de- 
pendencies on a syntax element level are mostly neglected in 
existing video coding schemes. Designing an entropy coding 
scheme for video coder by taking into consideration these 
typical observed statistical properties, however, offer sig- 
nificant improvements in coding efficiency. 



Entropy coding in today's hybrid block-based video coding 
standards such as MPEG-2 and MPEG-4 is generally based on 
fixed tables of variable length codes (VLC) . For coding the 
residual data in these video coding standards, a block of 
transform coefficient levels is first mapped into a one- 
dimensional list using an inverse scanning pattern. This list 
of transform coefficient levels is then coded using a combina- 
tion of run-length and variable length coding. The set of 
fixed VLC tables does not allow an adaptation to the actual 
symbol statistics, which may vary over space and time as well 
as for different source material and coding conditions. Fi- 
nally, since there is a fixed assignment of VLC tables and 
syntax elements, existing inter-symbol redundancies cannot be 
exploited within these coding schemes. 

It is known, that this deficiency of Huffman codes can be re- 
solved by arithmetic codes. In arithmetic codes, each symbol 
is associated with a respective probability value, the prob- 
ability values for all symbols defining a probability estima- 
tion. A code word is coded in an arithmetic code bit stream by 
dividing an actual probability interval on the basis of the 
probability estimation in several sub-intervals, each sub- 
interval being associated with a possible symbol, and reducing 
the actual probability interval to the sub-interval associated 
with the symbol of data value to be coded. The arithmetic code 
defines the resulting interval limits or some probability 
value inside the resulting probability interval. 

As may be clear from the above, the compression effectiveness 
of an arithmetic coder strongly depends on the probability es- 
timation as well as the symbols, which the probability estima- 
tion is defined on. 
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Summary of the invention 



It is the object of the present invention to provide a coding 
scheme for syntax elements contained in a pre-coded video sig- 
5 nal, which enables a higher compression effectiveness. 

In accordance with the first aspect of the present invention, 
this object is achieved by a method for encoding a syntax ele- 
ment contained in a precoded video signal into a coded bit 

10 stream, the precoded video signal representing at least one 
video frame, the syntax element being associated with a prede- 
termined portion of the video frame and being indicative of as 
to whether the predetermined portion of the video frame is 
precoded in a first or a second way into the precoded video 

15 signal, the method comprising investigating as to whether a 
neighboring portion of the video frame neighboring the prede- 
termined portion is precoded in the first way or the second 
way, in order to obtain a binary value; assigning one of at 
least two context models to the predetermined portion of the 

20 video frame based on the binary value, wherein each context 
model is associated with a different probability estimation; 
and arithmetically encoding the syntax element into the coded 
bit stream based on the probability estimation with which the 
assigned context model is associated. 

25 

In accordance with a second aspect of the present invention, 
this aspect is achieved by a method for decoding a syntax ele- 
ment from a coded bit stream, the syntax element being con- 
tained in a precoded video signal, the precoded video signal 
30 representing at least one video frame, the syntax element be- 
ing associated with a predetermined portion of the video frame 
and being indicative of as to whether the predetermined por- 
tion of the video frame is precoded in a first or a second way 
into the precoded video signal, the method comprising investi- 



gating as to whether a neighboring portion of the video frame 
neighboring the predetermined portion is precoded in the first 
way or the second way, in order to obtain a binary value; as- 
signing one of at least two context models to the predeter- 
mined portion of the video frame based on the binary value, 
wherein each context model is associated with a different 
probability estimation; and arithmetically decoding the syntax 
element from the precoded bit stream based on the probability 
estimation with which the assigned context model is associ- 
ated. 

In accordance with a third aspect of the present invention, 
this object is achieved by an apparatus for encoding a syntax 
element contained in a precoded video signal into a coded bit 
stream, the precoded video signal representing at least one 
video frame, the syntax element being associated with a prede- 
termined portion of the video frame and being indicative of as 
to whether the predetermined portion of the video frame is 
precoded in a first or a second way into the precoded video 
signal, the apparatus comprising means for investigating as to 
whether a neighboring portion of the video frame neighboring 
the predetermined portion is precoded in the first way or the 
second way, in order to obtain a binary value; means for as- 
signing one of at least two context models to the predeter- 
mined portion of the video frame based on the binary value, 
wherein each context model is associated with a different 
probability estimation; and means for arithmetically encoding 
the syntax element into the coded bit stream based on the 
probability estimation with which the assigned context model 
is associated. 



In accordance with a forth aspect of the present invention, 
this is achieved by an apparatus for decoding a syntax element 
from a coded bit stream, the syntax element being contained in 



a precoded video signal, the precoded video signal represent- 
ing at least one video frame, the syntax element being associ- 
ated with a predetermined portion of the video frame and being 
indicative of as to whether the predetermined portion of the 
video frame is precoded in a first or a second way into the 
precoded video signal, the apparatus comprising means for in- 
vestigating as to whether a neighboring portion of the video 
frame neighboring the predetermined portion is precoded in the 
first way or the second way, in order to obtain a binary 
value; means for assigning one of at least two context models 
to the predetermined portion of the video frame based on the 
binary value, wherein each context model is associated with a 
different probability estimation; and means for arithmetically 
decoding the syntax element from the precoded bit stream based 
on the probability estimation with which the assigned context 
model is associated. 

The present invention is based on the finding that the coding 
of a pre-coded video signal may be rendered more compressive, 
when a syntax element associated with a pre-determined portion 
of the video frame or picture and being indicative of as to 
whether the pre-determined portion of the video frame is pre- 
coded in a first or a second way, i.e., a control information 
syntax element, is assigned to one of at least two context 
models, the assignment being dependent on a neighbouring por- 
tion of the video frame being pre-coded in the first or second 
way. The syntax element may then be arithmetically encoded 
into the coded bit stream based on the probability estimation 
with which the one context model is associated. By this meas- 
ure, the dependency of the actual or real probability distri- 
bution of the syntax element on the syntax element being of 
the same type but associated with neighbouring portions of the 
video frame is exploited and the actual probability distribu- 
tion can be approximated more precisely. 



Thus, it is an advantage of the present invention, that, due 
to the more precisely adjustable probability estimation, the 
compression ratio of the coded bit stream to the pre-coded 
video signal may be enhanced. 

In other words, in accordance with an embodiment of the pre- 
sent invention, the syntax element of a specific type may be 
assigned to different ones of the at least two context models 
each time it occurs in the pre-coded video signal. The selec- 
tion of the context model is performed each time the syntax 
element occurs and is dependent on as to whether the neigh- 
bouring portion of the video frame is pre-coded in the first 
or the second way. In effect, by this measure, all the syntax 
elements of this type occurring in the precoded video signal 
are grouped into a few context model groups, each syntax ele- 
ment belonging to one context model group, each context model 
group being assigned to a different one of the context models, 
and each context model being associated with a different prob- 
ability estimation. Therefore, each group is arithmetically 
coded based on a different probability estimation, namely the 
one belonging to the context model it is assigned to. 

In accordance with another embodiment of the present inven- 
tion, the probability estimation of each context model is 
adapted to the previously coded syntax elements, the adaption 
being performed separately for each context model. In other 
words, each syntax element just having been arithmetically 
coded is used to adapt the probability estimation of the con- 
text model to which this syntax element is assigned. Hence, 
following syntax elements of the same type and assigned to the 
same context model are arithmetically coded by means of an 
adapted probability estimation. Since, by this measure, the 
context models are adapted or managed independently of each 



other, the adaptation yields a better approximation to the ac- 
tual or real probability estimation and therefore results in a 
better compression ratio . 

In accordance with a specific embodiment of the present inven- 
tion, the spatially dependent context model selection is used 
for coding the frame/field coding mode flags in a pre-coded 
video signal. The frame/field coding mode flags indicate as to 
whether the respective video frame portion is coded in frame 
or field coding mode. To be more precisely, in accordance with 
this embodiment, the video frame is an interlaced frame where 
some of its picture samples are captured at one time instant 
while the other picture samples are captured at a different 
time instant, the first picture samples being called a first 
field and the second picture samples being called a second 
field. Moreover, the video frame is spatially subdivided into 
an array of macroblock pairs, each macroblock pairs consisting 
of two macroblocks. When coded in field mode, one macroblock 
of a macroblock pair merely comprises the picture samples of 
the first field or the picture samples of the second field 
within that macroblock pair, while the other macroblock of 
that macroblock pair contains or represents the picture sam- 
ples of the other field within the macroblock pair. When coded 
in frame mode, the macroblock contains both, first and second 
field picture samples, in particular, the spatially top or 
bottom ones within a macroblock pair, while the other macrob- 
lock of the same macroblock pair represents the other picture 
samples within the macroblock pair. 

Short description of the drawings 



Preferred embodiments of the present invention are described 
in more detail below with respect to the figures. 
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" Fig. 1 shows a high-level block diagram of a coding envi- 
ronment in which the present invention may be em- 
ployed. 

5 Fig. 2 shows a block diagram of the entropy coding part of 
the coding environment of Fig. 1, in accordance with 
an embodiment of the present invention. 

Fig. 3 shows a schematic diagram illustrating the spatial 
10 subdivision of a picture or video frame into macrob- 

lock pairs. 

Fig. 4a shows a schematic diagram illustrating the frame 
mode . 

15 

Fig. 4b shows a schematic diagram illustrating the field 
mode . 

Fig. 5 shows a flow diagram illustrating the encoding of 
20 the syntax element mb_f ield_decoding__f lag in accor- 

dance with an embodiment of the present invention. 

Fig. 6 a flow diagram illustrating a process of assigning 
context models to the mb_f ield_decoding__f lags in ac- 
25 cordance with an embodiment of the present inven- 

tion . 

Fig. 7 shows a schematic diagram illustrating the address- 
ing scheme of the macroblocks in accordance with an 
30 embodiment of the present invention. 

Fig. 8 a flow diagram illustrating the binary arithmetic 
coding of the syntax element mb_f ield_decoding_f lag 
based on the context model to which it is assigned 
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in accordance with an embodiment of the present in- 
vention. 

Fig. 9 shows a high-level block diagram of a decoding envi- 
5 ronment in which the present invention may be em- 

ployed. 

Fig. 10 shows a flow diagram illustrating the decoding of 
the syntax element mb_f ield_decoding_f lag from the 
10 coded bit stream as derived by the encoding scheme 

of Fig. 5, in accordance with an embodiment of the 
present invention . 

Fig. 11 shows a flow diagram illustrating the arithmetical 
15 decoding process in the decoding process of Fig. 9 

in accordance with an embodiment of the present in- 
vention . 

Fig. 12 shows a basic coding structure for the emerging 
20 H.264/AVC video encoder for a macroblock. 

Fig. 13 illustrates a context template consisting of two 
neighboring syntax elements A and B to the left and 
on the top of the current syntax element C. 

25 

Fig. 14 shows an illustration of the subdivision of a pic- 
ture into slices. 

Fig. 15 shows, to the left, intra_4x4 prediction conducted 
30 for samples a-p of a block using samples A_Q, and to 

the right, "prediction directions for intra_4x4 pre- 
diction . 
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Detailed description of preferred embodiments of the present 

invention 

Fig. 1 shows a general view of a video encoder environment to 
which the present invention could be applied. A picture of 
video frame 10 is fed to a video precoder 12. The video 
precoder treats the picture 10 in units of so-called macrob- 
locks 10a. Each macroblock contains several picture samples of 
picture 10. On each macroblock a transformation into transfor- 
mation coefficients is performed followed by a quantization 
into transform coefficient levels. Moreover , intra-frame pre- 
diction or motion compensation is used in order not to perform 
the afore mentioned steps directly on the pixel data but on 
the differences of same to predicted pixel values, thereby 
achieving small values which are more easily compressed. 

Precoder 12 outputs the result, i.e., the precoded video sig- 
nal. All residual data elements in the precoded video signal, 
which are related to the coding of transform coefficients, 
such as the transform coefficient levels or a significance map 
indicating transform coefficient levels skipped, are called 
residual data syntax elements. Besides these residual data 
syntax elements, the precoded video signal output by precoder 
12 contains control information syntax elements containing 
control information as to how each macroblock has been coded 
and has to be decoded, respectively. In other words, the syn- 
tax elements are dividable into two categories. The first 
category, the control information syntax elements, contains 
the elements related to a macroblock type, sub-macroblock 
type, and information on prediction modes both of a spatial 
and of temporal types as well as slice-based and macroblock- 
based control information, for example. In the second cate- 
gory, all residual data elements such as a significance map 
indicating the locations of all significant coefficients in- 
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side a block of quantized transform coef f icients , and the val- 
ues of the significant coefficients, which are indicated in 
units of levels corresponding to the quantizations steps, are 
combined, i.e., the residual data syntax elements. 

5 

The macroblocks into which the picture 10 is partitioned are 
grouped into several slices. In other words, the picture 10 is 
subdivided into slices. An example for such a subdivision is 
shown in Fig. 13, in which each block or rectangle represents 
10 a macroblock. For each slice, a number of syntax elements are 
generated by precoder 12, which form a coded version of the 
macro blocks of the respective slice. 

The precoder 12 transfers the syntax elements to a final coder 
15 stage 14, which is an entropy coder and explained in more de- 
tail with respect to Fig. 2. The final coder stage 14 gener- 
ates an arithmetic codeword for each slice. When generating 
the arithmetic codeword for a slice, the final coding stage 14 
exploits the fact that each syntax element is a data value 
20 having a certain meaning in the video signal bit stream that 
is passed to the entropy coder 14. The entropy coder 14 out- 
puts a final compressed arithmetic code video bit stream com- 
prising arithmetic codewords for the slices of picture 10. 

25 Fig. 2 shows the arrangement for coding the syntax elements 
into the final arithmetic code bit stream, the arrangement 
generally indicated by reference number 100. The coding ar- 
rangement 100 is divided into three stages, 100a, 100b, and 
100c. 

30 

The first stage 100a is the binarization stage and comprises a 
binarizer 102. An input of the binarizer 102 is connected to 
an input 104 of stage 100a via a switch 106. At the same time, 
input 104 forms the input of coding arrangement 100. The out- 



put of binarizer 102 is connected to an output 108 of stage 
100a, which, at the same time, forms the input of stage 100b. 
Switch 106 is able to pass syntax elements arriving at input 
104 to either binarizer 102 or binarization stage output 108, 
thereby bypassing binarizer 102. 

The function of switch 106 is to directly pass the actual syn- 
tax element at input 104 to the binarization stage output 108 
if the syntax element is already in a wanted binarized form. 
Examples for syntax elements that are not in the correct bi- 
narization form, called non-binary valued syntax elements, are 
motion vector differences and transform coefficient levels. An 
example for a syntax element that has not to be binarized 
since it is already a binary value is the MBAFF (MBAFF = Mac- 
roblock Adaptive Frame/Field) Coding mode flag to be described 
later in more detail. 

The non-binary valued syntax elements are passed via switch 
106 to binarizer 102. Binarizer 102 maps the non-binary valued 
syntax elements to a codeword, or a so-called bin string, so 
that they are now in a binary form. The term "bin" means the 
binary decision that have to be made at a node of a coding 
tree defining the binarization mapping of a non-binary value 
to a bit string or codeword, when transitioning from the route 
note of the coding tree to the leaf of the coding tree corre- 
sponding to the non-binary value of the non-binary syntax ele- 
ment to be binarized. Thus, a bin string is a sequence of bins 
or binary decisions and corresponds to a codeword having the 
same number of bits, each bit being the result of a binary de- 
cision . 

The bin strings output by binarizer 102 may not be passed di- 
rectly to binarization stage output 108 but controllably 
passed to output 108 by a bin loop over means 110 arranged be- 



tween the output of binarizer 102 and output 108 in order to 
merge the bin strings output by binarizer 102 and the already 
binary valued syntax elements bypassing binarizer 102 to a 
single bit stream at binarization stage output 108. 

5 

Thus, the binarization stage 108 is for transferring the syn- 
tax elements into a suitable binarized representation. The bi- 
narization procedure in binarizer 102 preferably yields a bi- 
narized representation which is adapted to the probability 
10 distribution of the syntax elements so as to enable very effi- 
cient binary arithmetic coding. 

Stage 100b is a context modelling stage and comprises a con- 
text modeller 112 as well as a switch 113. The context model- 

15 ler 112 comprises an input, an output, and an optional feed- 
back input. The input of context modeller 112 is connected to 
the binarization stage output 108 via switch 113. The output 
of context modeller 112 is connected to a regular coding input 
terminal 114 of stage 100c. The function of switch 113 is to 

20 pass the bits or bins of the bin sequence at binarization 
stage output 108 to either the context modeller 112 or to a 
bypass coding input terminal 116 of stage 100c, thereby by- 
passing context modeller 112. 

25 The aim of switch 113 is to ease the subsequent binary arith- 
metic coding performed in stage 100c. To be more precise, some 
of the bins in the bin string output by binarizer 102 show 
heuristically nearly an equi-probable distribution. This 
means, the corresponding bits are, with a probability of 

30 nearly 50%, 1 and, with a probability of nearly 50%, 0, or, in 
other words, the bits corresponding to this bin in a bin 
string have a 50/50 chance to be 1 or 0. These bins are fed to 
the bypass-coding input terminal 116 and are binary arithmeti- 
cally coded by use of an equi-probable probability estimation, 
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which is constant and, therefore, needs no adaption or updat- 
ing overhead. For all other bins, has been heuristically de- 
termined that the probability distribution of these bins de- 
pends on other bins as output by stage 100a so that it is 
5 worthwhile to adapt or update the probability estimation used 
for binary arithmetically coding of the respective bin as it 
will be described in more detail below exemplarily with re- 
spect to the syntax element mb_f ield_decoding_f lag . The latter 
bins are thus fed by switch 113 to the input terminal of con- 
10 text modeller 112. 

Context modeller 112 manages a set of context models. For each 
context model, the context modeller 112 has stored an actual 
bit or bin value probability distribution estimation. For each 
bin that arrives at the input of context modeller 112, the 
context modeller 112 selects one of the sets of context mod- 
els. In other words, the context modeller 112 assigns the bin 
to one of the set of context models. The assignment of bins to 
a context model is such that the actual probability distribu- 
tion of bins belonging to the same context model show the same 
or likewise behaviour so that the actual bit or bin value 
probability distribution estimation stored in the context mod- 
eller 112 for a certain context model is a good approximation 
of the actual probability distribution for all bins that are 
assigned to this context model. 

When having assigned the context model to an incoming bin the 
context modeller 112 passes the bin further to arithmetical 
coding stage 100c together with the probability distribution 
30 estimation of the context model, which the bin is assigned to. 
By this measure, the context modeller 112 drives the arith- 
metical coding stage 100c to generate a sequence of bits as a 
coded representation of the bins input in context modeller 112 
by switch 113 according to the switched bit value probability 
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distribution estimations as indicated by the context modeller 
112. 

Moreover, the context modeller 112 continuously updates the 
5 probability distribution estimations for each context model in 
order to adapt the probability distribution estimation for 
each context model to the property or attributes of the pic- 
ture or video frame from which the syntax elements and bins 
have been derived. The estimation adaptation or estimation up- 

10 date is based on past or prior bits or bin values which the 
context modeller 112 receives at the feedback input over a 
feedback line 117 from stage 100c or may temporarily store. 
Thus, in other words, the context modeller 112 updates the 
probability estimations in response to the bin values passed 

15 to arithmetical coding stage 100c. To be more precise, the 
context modeller 112 uses a bin value assigned to a certain 
context model merely for adaptation or update of the probabil- 
ity estimation that is associated with the context model of 
this bin value. 

20 

As will be described in more detail with respect to the syntax 
element mb_f ield_decoding_f lag, when the same bin or same syn- 
tax element occurs several times in the bins passed from stage 
100a it may be assigned to different of the context models de- 
25 pending on previously incoming or previously arithmetically 
coded bins. 

It is clear from the above, that the probability estimation 
used for binary arithmetically coding determines the code and 
30 its efficiency in the first place, and that it is of paramount 
importance to have an adequate model that exploits the statis- 
tical dependencies of the syntax elements and bins to a large 
degree so that the probability estimation is always approxi- 



mating very effectively the actual probability distribution 
during encoding . 

The third stage 100c of coding arrangement 100 is the arithme- 
tic coding stage. It comprises a regular coding engine 118, a 
bypass-coding engine 120, and a switch 122. The regular coding 
engine 118 comprises an input and an output terminal. The in- 
put terminal of regular coding engine 118 is connected to the 
regular coding input terminal 114. The regular coding engine 
118 binary arithmetically codes the bin values passed from 
context modeler 112 by use of the context model also passed 
from context modeler 112 and outputs coded bits. Further, the 
regular coding engine 118 passes bin values for context model 
updates to the feedback input of context modeler 112 over 
feedback line 117. 

The bypass-coding engine 112 has also an input and an output 
terminal, the input terminal being connected to the bypass 
coding input terminal 116. The bypass-coding engine 120 is for 
binary arithmetically coding the bin values passed directly 
from binarization stage output 108 via switch 113 by use of a 
static predetermined probability distribution estimation and 
also outputs coded bits. 

The coded bits output from regular coding engine 118 and by- 
pass coding engine 120 are merged to a single bit stream at an 
output 124 of coding arrangement 100 by switch 122, the bit 
stream representing a binary arithmetic coded bit stream of 
the syntax elements as input in input terminal 104. Thus, 
regular coding engine 118 and bypass coding 120 cooperate in 
order to bit wise perform arithmetical coding based on either 
an adaptive or a static probability distribution model. 
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After having described with respect to Figs. 1 and 2 rather 
generally the operation of coding arrangement 100, in the fol- 
lowing its functioning is described in more detail with re- 
spect to the handling of the syntax element 
mb_f ield_decoding_f lag in accordance with embodiments of the 
present invention. In order to do so, firstly, with regard to 
Figs. 3 to 4b, the meaning of this flag is explained. 

Fig. 3 shows a picture or decoded video frame 10. The video 
frame 10 is spatially partitioned into macroblock pairs 10b. 
The macroblock pairs are arranged in an array of rows 200 and 
columns 202. Each macroblock pair consists of two macroblocks 
10a. 

In order to be able to address each macroblock 10a, a sequence 
is defined with respect to macroblocks 10a. In order to do so, 
in each macroblock pair, one macroblock is designated the top 
macroblock whereas the other macroblock in the macroblock pair 
is designated the bottom macroblock, the meaning of top and 
bottom macroblock depending on the mode by which a macroblock 
pair is coded by precoder 12 (Fig. 1) as will be described 
with respect to Fig. 4a and 4b. Thus, each macroblock pair row 
200 consists of two macroblock rows, i.e., an top macroblock 
row 200a consisting of the top macroblocks in the macroblock 
pairs of the macroblock pair line 200 and a bottom macroblock 
row 200b comprising the bottom macroblocks of the macroblock 
pairs . 

In accordance with the present example, the top macroblock of 
the top left macroblock pair resides at address zero. The next 
address, i.e. address 1, is assigned to the bottom macroblock 
of the top left macroblock pair. The addresses of the top mac- 
roblocks of the macroblock pairs in the same, i.e., top mac- 
roblock row 200a, are 2, 4, ... , 2i-2, with the addresses ris- 
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ing from left to right, and with i expressing the picture 
width in units of macroblocks or macroblock pairs. The ad- 
dresses 1, 3, 2i-l are assigned to the bottom macroblocks 
of the macroblock pairs in the top macroblock pair row 200, 
the addresses rising from left to right. The next 2i-addresses 
from 2i to 4i-l are assigned to the macroblocks of the macrob- 
lock pairs in the next macroblock pair row from the top and so 
on, as illustrated in Fig. 3 by the numbers written into the 
boxes representing the macroblocks 10a and by the arched rows. 

It is emphasized that Fig. 3 does show the spatial subdivision 
of picture 10 in units of macroblock pairs rather than in mac- 
roblocks. Each macroblock pair 10b represents a spatial rec- 
tangular region of the pictures. All picture samples or pixels 
(not shown) of picture 10 lying in the spatial rectangular re- 
gion of a specific macroblock pair 10b belong to this macrob- 
lock pair. If a specific pixel or picture sample belongs to 
the top or the bottom macroblock of a macroblock pair depends 
on the mode by which precoder 12 has coded the macroblocks in 
that macroblock pair as it is described in more detail below. 

Fig. 4a shows on the left hand side the arrangement of pixels 
or picture samples belonging to a macroblock pair 10b. As can 
be seen, the pixels are arranged in an array of rows and col- 
umns. Each pixel shown is indicated by a number in order to 
ease the following description of Fig. 4a. As can be seen in 
Fig. 4a, some of the pixels are marked by an "x" while the 
others are marked "_" . All pixels marked with "x" belong to a 
first field of the picture while the other pixels marked with 
" " belong to a second field of the picture. Pixels belonging 
to the same field are arranged in alternate rows of the pic- 
ture. The picture or video frame can be considered to contain 
two interleaved fields, a top and a bottom field. The top 
field comprises the pixels marked with and contains even- 



numbered rows 2n+2, 2n+4, 2n+6, ... with 2n being the number of 
rows of one picture or video frame and n being an integer 
greater than or equal to 0. The bottom field contains the odd- 
numbered rows starting with the second line of the frame. 

It is assumed that the video frame to which macroblock pair 
10b belongs, is an interlaced frame where the two fields were 
captured at different time instants, for example the top field 
before the bottom field. It is now that the pixels or picture 
samples of a macroblock pair are differently assigned to the 
top or bottom macroblock of the macroblock pair, depending on 
the mode by which the respective macroblock pair is precoded 
by precoder 12 (Fig. 1) . The reason for this being the follow- 
ing . 

As described above with respect to Fig. 1, the picture samples 
of a macroblock, which may be luminance or luma and chromi- 
nance or chroma samples, may be either spatially or temporar- 
ily predicted by precoder 12, and the resulting prediction re- 
sidual is encoded using transform coding in order to yield the 
residual data syntax elements. It is now that in interlaced 
frames (and it is assumed that the present video frame is an 
interlaced frame), with regions of moving objects or camera 
motion, two adjacent rows of pixels tend to show a reduced de- 
gree of statistical dependency when compared to progressive 
video frames in which both fields are captured at the same 
time instant. Thus, in cases of such moving objects or camera 
motion, the pre-coding performed by precoder 12 which, as 
stated above, operates on macroblocks, may achieve merely a 
reduced compression efficiency when a macroblock pair is spa- 
tially sub-divided into a top macroblock representing the top 
half region of the macroblock pair and a bottom macroblock 
representing the bottom half region of the macroblock pair, 
since in this case, both macroblocks, the top and the bottom 



macroblock, comprise both top field and bottom field pixels. 
In this case, it may be more efficient for precoder 12 to code 
each field separately, i.e., to assign top field pixels to the 
top macroblock and bottom field pixels to the bottom field 
macroblock. 

In order to illustrate as to how the pixels of a macroblock 
pair are assigned to the top and bottom macroblock of the, 
Figs. 4a and 4b show on the right hand side the resulting top 
and bottom macroblock in accordance with the frame and field 
mode, respectively. 

Fig. 4a represents the frame mode, i.e., where each macroblock 
pair is spatially subdivided in a top and a bottom half mac- 
roblock. Fig. 4a shows at 250 the top macroblock and at 252 
the bottom macroblock as defined when they are coded in the 
frame mode, the frame mode being represented by double-headed 
arrow 254. As can be seen, the top macroblock 250 comprises 
one half of the pixel samples of the macroblock pair 10b while 
the other picture samples are assigned to the bottom macrob- 
lock 252. To be more specific, the picture samples of the top 
half rows numbered 2n+l to 2n+6 belong to the top macroblock 
250, whereas the picture samples 91 to 96, 101 to 106, 111 to 
116 of the bottom half comprising rows 2n+7 to 2n+12 of the 
macroblock pair 10b belong to the bottom macroblock 252. Thus, 
when coded in frame mode, both macroblocks 250 and 252 com- 
prise both, picture elements of the first field marked with 
"x" and captured at a first time instant and picture samples 
of the second field marked with "_" and captured at a second, 
different time instant. 

The assignment of pixels as they are output by a camera or the 
like, to top or bottom macroblocks is slightly different in 
field mode. When coded in field mode, as is indicated by dou- 



ble headed arrow 256 in Fig. 4b, the top macroblock 252 of the 
macroblock pair 10b contains all picture samples of the top 
field, marked with "x", while the bottom macroblock 254 com- 
prises all picture samples of the bottom field, marked with 
"_" . Thus, when coded in accordance with field mode 256, each 
macroblock in a macroblock pair does merely contain either 
picture samples of the top field or picture samples of the 
bottom field rather than a mix of picture samples of the top 
and bottom field. 

Now, after having described the spatial sub-division of a pic- 
ture into macroblock pairs and the assignment of picture sam- 
ples in a macroblock pair to either the top or the bottom mac- 
roblock of the macroblock pair, the assignment depending on 
the mode by which the macroblock pair or the macroblocks of 
the macroblock pair are coded by precoder 12, reference is 
again made to Fig. 1 in order to explain the function and 
meaning of the syntax element mb_f ield_decoding_f lag contained 
in the precoded video signal output by precoder 12. 

When the precoder 12 receives a video signal representing an 
interlaced video frame, precoder 12 is free to make the fol- 
lowing decisions when coding the video frame 10: 

1. It can combine the two fields together to code them as 
one single coded frame, so that each macroblock pair and 
each macroblock would be coded in frame mode. 

2 . Alternatively, it could combine the two fields and code 
them as separate coded fields, so that each macroblock 
pair and each macroblock would be coded in field mode. 

3 . As a last option, it could combine the two fields to- 
gether and compress them as a single frame, but when cod- 



ing the frame it splits the macroblock pairs into either 
pairs of two field macroblocks or pairs of two frame mac- 
roblocks before coding them. 

The choice between the three options can be made adaptively 
for each frame in a sequence. The choice between the first two 
options is referred to as picture adaptive frame/field (PAFF) 
coding. When a frame is coded as two fields, each field is 
partitioned into macroblocks and is coded in a manner very 
similar to a frame. 

If a frame consists of mixed regions where some regions are 
moving and others are not, it is typically more efficient to 
code the non-moving regions in frame mode and the moving re- 
gions in the field mode. Therefore, the frames/field encoding 
decision can be made independently for each vertical pair of 
macroblocks in a frame. This is the third coding option of the 
above-listed options. This coding option is referred to as 
macroblock adaptive frame/field (MBAFF) coding. It is assumed 
in the following that precoder 12 decides to use just this op- 
tion. As described above, MBAFF coding allows the precoder to 
better adapt the coding mode type (filed or frame mode) to the 
respective areas of scenes. For example, precoder 12 codes 
macroblock pairs located at stationary areas of a video scene 
in frame mode, while coding macroblock pairs lying in areas of 
a scene showing fast movements in field mode. 

As mentioned above, for a macroblock pair that is coded in 
frame mode, each macroblock contains frame lines. For a mac- 
roblock pair that is coded in field mode, the top macroblock 
contains top field lines and the bottom macroblock contains 
bottom field lines. The frame/field decision for each macrob- 
lock pair is made at the macroblock pair level by precoder 12, 
i.e. if the top macroblock is field coded same applies for the 
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bottom macroblock within same macroblock pair. By this meas- 
ure, the basic macroblock processing structure is kept intact, 
and motion compensation areas are permitted to be as large as 
the size of a macroblock. 

5 

Each macroblock of a field macroblock pair is processed very 
similarly to a macroblock within a field in PAFF coding. How- 
ever, since a mixture of field and frame macroblock pairs may 
occur within an MBAFF frame, some stages of the pre-coding 

10 procedure in precoder 12, such as the prediction of motion 
vectors, the prediction of intra prediction modes, intra frame 
sample prediction, deblocking filtering and context modelling 
in entropy coding and the zick-zack scanning of transform co- 
efficients are modified when compared to the PAFF coding in 

15 order to account for this mixture. 

To summarize, the pre-coded video signal output by precoder 12 
depends on the type of coding precoder 12 has decided to use. 
In case of MBAFF coding, as it is assumed herein, the pre- 
coded video signal contains a flag mb_f ield_decoding_f lag for 
each non-skipped macroblock pair. The flag 
mb_f ield_decoding_f lag indicates for each macroblock pair it 
belongs to whether the corresponding macroblocks are coded in 
frame or field coding mode. On decoder side, this flag is nec- 
essary in order to correctly decode the precoded video signal. 
In case, the macroblocks of a macroblock pair are coded in 
frame mode, the flag mb_f ield_decoding_f lag is zero, whereas 
the flag is one in the other case. 

30 Now, while the general mode of operation of the original de- 
coder arrangement of Fig. 2 has been described without refer- 
ring to a special bin, with respect to Fig. 5, the functional- 
ity of this arrangement is now described with respect to the 
binary arithmetic coding of the flag mb_f ield_decoding_f lag . 
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The process shown in Fig. 5 starts at the time, where the flag 
mb_f ield_decoding_f lag arrives at the input of the context 
modeller 112. In a first step 300 context modeller 112 deter- 
5 mines as to whether the incoming syntax element or bin is the 
mb_f ield_decoding_f lag . If not, context modeller 112 switches 
to another syntax element handling procedure or subroutine at 
step 302. If the incoming bin is an mb_f ield_decoding_f lag the 
context modeller 112 determines in step 304 as to which con- 
10 text model the flag belongs to. 

Step 304 is shown in more detail in Fig. 6. When determining 
the context model corresponding to the current 
mb_f ield_decoding_f lag, context modeller 112 first computes, 

15 instep 306, the addresses of the top macroblock of the macrob- 
lock pair to the left and above the current macroblock pair. 
In order to illustrate the spatial relationships, in Fig. 7 a 
portion of six macroblock pairs of a video frame is shown, 
wherein each rectangle region in Fig. 7 corresponds to one 

20 macroblock and the first and the second two vertically adja- 
cent macroblocks in each column form a macroblock pair. 

In Fig. 7, CurrMbAddr denotes the macroblock address of the 
top macroblock of the current macroblock pair, the current 
25 flag mb_f ield_decoding_f lag is associated with. The current 
macroblock pair is indicated by bold lines. mbAddrA and 
mbAddrB denote the addresses of the top macroblocks of the 
macroblock pairs to the left and above the current macroblock 
pair, respectively. 

30 

In order to compute the addresses of the top macroblock of the 
neighbouring macroblock pair to the left and above the current 
macroblock pair, context modeller 112 computes 
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mbAddrA = 2* (CurrMbAddr / 2 
mbAddrB =2* (CurrMbAddr / 2 



- 1) 

- PicWidthlnMbs) 



where PicWidthlnMbs specifies the picture width in units of 
5 macroblocks. The equations given above can be understood by 
looking at Fig. 3. It is noted that in Fig. 3 the picture 
width in units of macroblocks has been denoted i. It is fur- 
ther noted that the equations given above are also true when 
the current macroblock address CurrMbAddr is interchanged with 

10 the odd-numbered macroblock address of the bottom macroblock 
of the current macroblock pair, i.e., CurrMbAddr+1 , because in 
the equations above, "/" denotes an integer division with 
truncation of the result toward zero. For example, 7/4 and 
-7/-4 are truncated to 1 and -7/4 and 7/-4 are truncated to 

15 -1. 

In the next steps 308 and 309, context modeller 112 determines 
the availability of the top macroblock of the macroblock pair 
to the left and above the current macroblock pair, respec- 

20 tively. In step 308, the neighbouring macroblock A to the 
left, is marked as available, when mbAddrA is smaller than 0. 
The same applies for step 309 with respect to mbAddrB. Thus, 
MbAddrN, with N being either A or B, are the addresses of the 
top macroblocks of the respective neighbouring macroblock pair 

25 in case the macroblock pair does really exist and denotes con- 
currently the availability status of the respective neighbour- 
ing macroblock pair A and B, respectively. 

In an alternative embodiment, the macroblock A or B is only 
30 marked as available, when additionally to the above condition 
the following is true: The macroblock with address mbAddrN be- 
longs to same slice as the current slice. 



When in step 308/309 it is determined that macroblock N, with 
N being either A or B, is marked as available, in step 310 and 
step 311 , respectively, it is determined as to whether macrob- 
lock N (N being equal to A or B) is a macroblock coded in 
field mode or a macroblock coded in frame mode. In case mac- 
roblock A is coded in field mode a flag condTermf lagA is set 
to 1 in step 312. The same applies for macroblock B so that 
condTermf lagB is set to 1 in step 313 if macroblock B is coded 
in field mode. In all other cases, i.e., when mbAddrA is 
smaller than 0 (308) or macroblock A is coded in frame mode 
(310), the flag condTermFlagA is set to 0 in step 314. Accord- 
ingly, when mbAddrB is smaller than 0 (309) or macroblock B is 
coded in frame mode (311), the flag condTermFlagB is set to 0 
in step 315. 

CondTermFlagA and condTermFlagB are used in step 316 by con- 
text modeller 112 to compute context index ctxIdxMbField indi- 
cating the probability model to be used for binary arithmetic 
coding of mb_f ield_decoding_f lag . In particular, context mod- 
eller computes 

ctxIdxMbField = condTermFlagA + condTermFlagB, 
the result being a number of {0,1,2}. 

Referring back to Fig. 5, after the determination in step 304, 
context modeller 112 passes the variable ctxIdxMbField (con- 
text index macroblock field) or the probability estimation 
status indexed by ctxIdxMbField along with 

mb_f ield_decoding_f lag to regular coding engine 118. Based on 
these inputs, the regular coding engine 118 arithmetically en- 
codes, in step 318, the flag mb_f ield_decoding__f lag into the 
bit stream 124 by using the current probability state of the 
context model as indexed by ctxIdxMbField. 
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Thereafter, regular coding engine 118 passes the bin value of 
mb_f ield_decoding__f lag via path 117 back to context modeller 
112, whereupon context modeller 112 adapts, in step 320, the 
5 context model indexed by ctxIdxMbField with respect to its 
probability estimation state. Thereafter the process of coding 
the flag mb_f ield_decoding_f lag into the bit stream at the 
output 124 ends at 322. 

10 The steps 318 and 320, encompassed by dotted line 324 in 
Fig. 5, are explained in more detail with respect to Fig. 8. 

Fig. 8 shows, on the left hand side, a flow diagram of the 
process 324. On the right hand side, Fig. 8 shows a memory 326 

15 to which both, the context modeller 112 and the regular coding 
engine 118, have access in order to load, write, and update 
specific variables. These variables comprise R and L, which 
define the current state or current probability interval of 
the binary arithmetical coder 100c. In particular, R denotes 

20 the current interval range R, while L denotes the base or 
lower end point of current probability interval. Thus, the 
current interval of the binary arithmetic coder 100c extends 
from L to L+R. 

25 Furthermore, memory 326 contains a table 328, which associates 
each possible value of ctxIdxMbField, i.e. 0, 1, 2, a pair of 
a probability state index a and an MPS value (0 , both defining 
the current probability estimation state of the respective 
context model indexed by the respective context index 

30 ctxIdxMbField. The probability state a is an index that 
uniquely identifies one of a set of possible probability val- 
ues p CT . The probability values p CT are an estimation for the 
probability of the next bin of that context model to be a 
least probable symbol (LPS) . Which of the possible bin values, 
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i.e., a null or one, is meant by the LPS, is indicated by the 
value of MPS (0 . If 0) is 1, LPS is 0 and vice-versa. Thus, the 
state index and MPS together uniquely define the actual prob- 
ability state or probability estimation of the respective con- 
text model. Both variables divide the actual interval L to L+A 
into two sub-intervals, namely the first sub-interval running 
from L to L+R p 0 and the second interval running from L+R 
p CT to L+R. The first or lower sub-interval corresponds to the 
least probable symbol whereas the upper sub-interval corre- 
sponds to the most probable symbol. Exemplary values for p CT are 
derivable from the following recursive equation, with a being 
a value between about 0.8 to 0.99, and preferably being 
cc= (0 . 01875/0 . 5) 1/63 and a being an integer from 1 to 63: p CT = 
oc*p a -i, for all a = 1, 63. 

Now in a first step 330, the range R LPS of the lower sub- 
interval is determined based on R and the probability state 
corresponding to the chosen context model indexed by 
ctxIdxMbField, later on called simply a if with i being equal to 
ctxIdxMbField . The determination in step 330 may comprise a 
multiplication of R with p oi . Nevertheless, in accordance with 
an alternative embodiment, the determination in step 330 could 
be conducted by use of a table, which assigns to each possible 
pair of probability state index a± and a variable pa value for 
R LPS , such a table being shown at 332. The variable p would be 
a measure for the value of R in some coarser units then a cur- 
rent resolution by which R is represented. 

After having determined R L ps, in step 334, regular coding en- 
gine 118 amends R to be R-R L ps, i.e., to be the range of the 
lower sub-interval . 

Thereafter, in step 336, the regular coding engine 118 checks 
as to whether the value of the actual bin 



mb f ield_decoding_f lag is equal to the most probable symbol as 
indicated by COi or not. If mb_f ield_decoding_f lag is the MPS, L 
needs not to be updated and the process transitions to step 
338, where context modeller 112 updates the probability esti- 
mation state of the current context model by updating o±. In 
particular, context modeller 112 uses a table 340 which asso- 
ciates each probability state index a with an updated prob- 
ability state index in case the actual symbol or bin was the 
most probable symbol, i.e., a becomes transIdxMPS (o± ). 

After step 338, the process ends at 340 where bits or a bit 
are added to the bit stream if possible. To be more specific, 
a bit or bits are added to the bit stream in order to indicate 
a probability value falling into the current interval as de- 
fined by R and L. In particular, step 340 is performed such 
that at the end of a portion of the arithmetic coding of a 
precoded video signal, such as the end of a slice, the bit 
stream defines a codeword defining a value that falls into the 
interval R and L, thereby uniquely identifying to the decoder 
the bin values having been encoded into the codeword. Prefera- 
bly, the codeword defines the value within the current inter- 
val having the shortest bit length. As to whether a bit or 
bits are added to the bit stream in step 340 or not, depends 
on the fact as to whether the value indicated by the bit 
stream will remain constant even if the actual interval is 
further sub-divided with respect to subsequent bins, i.e. as 
to whether the respective bit of the representation of the 
value falling in the current interval does not change whatever 
subdivisions will come. 

If in step 336 it is determined that mb_f ield_decoding_f lag is 
the least probable symbol LPS, the regular coding engine 118 
actualizes the current encoder state R and L in step 342 by 
amending L to be L+R and R to be R L ps • Then, in step 344, the 
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value MPS is updated by computing CDi = 1 - co± Thereafter, in 
step 346, the probability state index is actualised by use of 
table 340, which also associates each current probability 
state index with an updated probability state index in case 
the actual bin value is the least probable symbol, i.e., 
amending a± to become transIdxLPS (a±) . After the probability 
state index (?i and (0± has been adapted in steps 344 and 346, 
the process steps to step 340 which has already been de- 
scribed. 

After having described how to encode bit flag 
mb_f ield_decoding_f lag into an arithmetically coded bit 
stream, the decoding of said bit stream and the retrieval of 
the flag is described with respect to Figs. 9 to 11. 

Fig. 9 shows a general view of a video decoder environment to 
which the present invention could be applied. An entropy de- 
coder 400 receives the arithmetically coded bit stream as de- 
scribed above and treats it as will be described in more de- 
tail below with respect to Figs. 10 and 11. In particular, the 
entropy decoder 400 decodes the arithmetically coded bit 
stream by binary arithmetic decoding in order to obtain the 
precoded video signal and, in particular, syntax elements con- 
tained therein and passes same to a precode decoder 402. The 
precode decoder 402 uses the syntax elements, such as motion 
vector components and flags, such as the 
mb f ield_decoding_f lag, in order to retrieve, macroblock after 
macroblock and then slice after slice, the picture samples of 
pixels of the video frames 10. 

Fig. 10 shows the decoding process performed by the entropy 
decoder 400 in more detail. First, in a step 500, the decoder 
400 checks as to whether the next bin to decode is an 
mb f ield_decoding_f lag. If this is not the case, decoder 400 



switches to another bin handling process (not shown) in step 
502. If yes, decoder 400 determines in step 504 the context 
model to which the flag belongs. Step 504 is performed in the 
same way as step 304 in the encoding process, or as shown in 
Fig. 6. 

Then, in step 506, the entropy decoder 400 arithmetically de- 
codes the actual bin, i.e., mb_f ield_decoding_f lag from the 
arithmetically coded bit stream by use of the actual probabil- 
ity state of the context model as indexed by ctxIdxMbField ob- 
tained in step 504. The result of this step is the value for 
mb_f ield_decoding_f lag . Thereafter, in step 508, the 
CtxIdxMbField probability state is adapted or updated, as it 
was the case in step 320. Thereafter, the process ends at step 
510. 

The determination in step 504 yields the same index 
ctxIdxMbField since the macroblocks are stepped through in the 
precoded video signal in an appropriate order that guarantees 
that the flags mb_f ield__decoding_f lag of macroblocks A and B 
(Fig. 6) have already been previously precoded. Thus, the con- 
text model can be deduced in step 504 on the basis of previ- 
ously decoded flags mb_f ield_decoding__f lag of neighbouring 
macroblocks as was the case on encoder side. 

Fig. 11 shows the steps 506 and 508 being encompassed by dot- 
ted line 512 in more detail on the left hand side. On the 
right hand side, indicated with 514, Fig. 11 shows a memory 
and its content to which entropy decoder 400 has access in or- 
der to load, store and update variables. As can be seen, en- 
tropy decoder manipulates or manages the same variables as en- 
tropy coder 14 since entropy decoder 4 00 emulates the encoding 
process as will be described in the following. 
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In a first step 516, decoder 400 determines the value Rlps/ 
i.e. the range of the subinterval corresponding to the next 
bin being the LPS, based on R and Oi . Thus, step 516 is identi- 
cal to step 330. Then, in step 518, decoder 400 computes R M ps = 
R - Rlps with Rmps being the range of the subinterval associated 
with the most probable symbol- The actual interval from L to R 
is thus subdivided into subintervals L to L+R M ps and L+R M ps to 
L+R. Now, in step 520 decoder 400 checks as to whether the 
value of the arithmetic coding codeword in the arithmetically 
coded bit stream falls into the lower or upper subinterval. 
The decoder 4 00 knows that the symbol mb_f ield_decoding_f lag 
is the most probable symbol as indicated by C0i when the value 
of the arithmetic codeword falls into the lower subinterval 
and accordingly sets mb_f ield_decoding_f lag to the value of coi 
in step 522. In case the value falls into the upper subinter- 
val, decoder 400 sets the symbol to be l-(Oi in step 524. After 
step 522, the decoder 400 actualizes the decoder state or the 
current interval as defined by R and L by setting R to be R M ps 
in step 524. Then, in step 526, the decoder 400 adapts or up- 
dates the probability state of the current context model i as 
defined by a± and C0i by transitioning the probability state 
index a± as was described with respect to step 338 in Fig. 8. 
Thereafter, the process 512 ends at step 528. 

After step 52 4 , the decoder actual ises the decoder state in 
step 530 by computing L = L+R and R = R L ps. Thereafter, the de- 
coder 400 adapts or updates the probability state in steps 532 
and 534 by computing 0)i = 1-coi in step 432 and transitioning 
the probability state index G± to a new probability state index 
in the same way as described with respect to step 346 in Fig. 
8. Thereafter, the process ends at step 528. 

After having described the present invention with respect to 
the specific embodiments, it is noted that the present inven- 



tion is not restricted to these embodiments. In particular, 
the present invention is not restricted to a flag indicating 
frame/field mode coding of a macroblock or macroblock pair. 
Rather, the above description could be applied to other syntax 
elements as well. 

With respect to step 310, the following is noted. Normally, a 
macroblock is coded into the precoded video signal. Neverthe- 
less, it might be that a macroblock is not coded or skipped 
because, for instance, the corresponding transform coefficient 
levels of this macroblock are all smaller than a certain quan- 
tization threshold. Thus, for some macroblocks there is no 
mb_f ield_decoding_f lag available. Thus, it might be that step 
310 cannot be performed by merely investigating the 
mb_f ield_decoding_f lag of the respective neighbouring macrob- 
lock if the latter is a skipped one. When 
mb f ield_decoding_f lag is not present for either macroblock of 
a neighbouring macroblock pair (containing A or B in Fig. 7) 
(when the bottom macroblock has a mb_f ield_decoding_f lag, this 
one is chosen to be mb_f ield_decoding_f lag of A or B) , the 
following applies (it is assumed that the macroblock pair con- 
taining A is missing) : 

• if there is a neighbouring macroblock pair to the left 
(of A) in the same slice, the value of 
mb_f ield_decoding_f lag (of A) should be inferred to be 
equal to the value of mb_f ield_decoding_f lag for the 
neighbouring macroblock pair to the left of the current 
macroblock pair (containing A) , 

• if there is no neighbouring macroblock pair to the left 
(of A) in the same slice, and there is a neighbouring 
macroblock pair above (of A) in the same slice, the value 
of mb f ield_decoding_f lag (of A) shall be inferred to be 



equal to the value of mb_f ield_decoding_f lag of the 
neighbouring macroblock pair above the current macroblock 
pair (containing A) , 

• otherwise (if there is no neighbouring macroblock pair 
either on the left or above the current macroblock pair 
(containing A) , the value of mb_f ield_decoding_f lag (of 
A) shall be inferred to be equal to zero. 

Of course, the above steps also apply for top macroblock B, by 
merely switching A to B. 

Furthermore, other neighbouring relationships than those de- 
scribed with respect to Figs. 6 and 7 might be used in order 
to determine the context model for arithmetically encoding the 
mb_f ield_decoding_f lag . 

Furthermore, as already noted, the above embodiments are also 
applicable to other control syntax elements or to other bins. 
Furthermore, the present invention is not restricted to binary 
arithmetic coding but could applied as well to other symbol 
arithmetic coding. Additionally, the subdivisions of the video 
frame into slices, macroblock pairs, macroblocks, picture ele- 
ments etc. was for illustrating proposes only, and is not to 
restrict the scope of the invention to this special case. 

In the following, reference is made to Fig. 12 to show, in 
more detail than in Fig. 1, the complete setup of a video en- 
coder engine including an entropy-encoder as it is shown in 
Fig. 12 in block 800 in which the aforementioned arithmetic 
coding of mb_f ield_decoding_f lag is used. In particular, Fig. 
12 shows the basic coding structure for the emerging H.264/AVC 
standard for a macroblock. The input video signal is, split 
into macroblocks, each macroblock having 16 x 16 pixels. Then, 



the association of macroblocks to slice groups and slices is 
selected, and, then, each macroblock of each slice is proc- 
essed by the network of operating blocks in Fig. 12. It is to 
be noted here that an efficient parallel processing of macrob- 
locks is possible, when there are various slices in the pic- 
ture. The association of macroblocks to slice groups and 
slices is performed by means of a block called coder control 
802 in Fig. 12. There exist several slices, which are defined 
as follows: 

• I slice: A slice in which all macroblocks of the slice 
are coded using intra prediction. 

• P slice: In addition, to the coding types of the I slice, 
some macroblocks of the P slice can also be coded using 
inter prediction with at most one motion-compensated pre- 
diction signal per prediction block. 

• B slice: In addition, to the coding types available in a 
P slice, some macroblocks of the B slice can also be 
coded using inter prediction with two motion-compensated 
prediction signals per prediction block. 

The above three coding types are very similar to those in pre- 
vious standards with the exception of the use of reference 
pictures as described below. The following two coding types 
for slices are new: 

• SP slice: A so-called switching P slice that is coded 
such that efficient switching between different precoded 
pictures becomes possible. 



• SI slice: A so-called switching I slice that allows an 
exact match of a macroblock in an SP slice for random ac- 
cess and error recovery purposes. : 



Slices are a sequence of macroblocks, which are processed in 
the order of a raster scan when not using flexible macroblock 
ordering (FMO) . A picture maybe split into one or several 
slices as shown in Fig. 14. A picture is therefore a collec- 
tion of one or more slices. Slices are self-contained in the 
sense that given the active sequence and picture parameter 
sets, their syntax elements can be parsed from the bit stream 
and the values of the samples in the area of the picture that 
the slice represents can be correctly decoded without use of 
data from other slices provided that utilized reference pic- 
tures are identical at encoder and decoder. Some information 
from other slices maybe needed to apply the deblocking filter 
across slice boundaries. 

FMO modifies the way how pictures are partitioned into slices 
and macroblocks by utilizing the concept of slice groups. Each 
slice group is a set of macroblocks defined by a macroblock to 
slice group map, which is specified by the content of the pic- 
ture parameter set and some information from slice headers. 
The macroblock to slice group map consists of a slice group 
identification number for each macroblock in the picture, 
specifying which slice group the associated macroblock belongs 
to. Each slice group can be partitioned into one or more 
slices, such that a slice is a sequence of macroblocks within 
the same slice group that is processed in the order of a 
raster scan within the set of macroblocks of a particular 
slice group. (The case when FMO is not in use can be viewed as 
the simple special case of FMO in which the whole picture con- 
sists of a single slice group.) 
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Using FMO, a picture can be split into many macroblock- 
scanning patterns such as interleaved slices, a dispersed mac- 
roblock allocation, one or more "foreground" slice groups and 
a "leftover" slice group, or a checker-board type of mapping. 

Each macroblock can be transmitted in one of several coding 
types depending on the slice-coding type. In all slice-coding 
types, the following types of intra coding are supported, 
which are denoted as Intra_4x4 or Intra_16xl6 together with 
chroma prediction and I_PCM prediction modes. 

The Intra_4x4 mode is based on predicting each 4x4 luma block 
separately and is well suited for coding of parts of a picture 
with significant detail. The Intra__16xl6 mode, on the other 
hand, does prediction of the whole 16x16 luma block and is 
more suited for coding very smooth areas of a picture. 

In addition, to these two types of luma prediction, a separate 
chroma prediction is conducted. As an alternative to Intra_4x4 
and Intra_16xl6, the I_PCM coding type allows the encoder to 
simply bypass the prediction and transform coding processes 
and instead directly send the values of the encoded samples. 
The I_PCM mode serves the following purposes: 

1. It allows the encoder to precisely represent the values 
of the samples 

2. It provides a way to accurately represent the values of 
anomalous picture content without significant data expan- 
sion 

3. It enables placing a hard limit on the number of bits a 
decoder must handle for a macroblock without harm to cod- 
ing efficiency. 
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In contrast to some previous video coding standards (namely 
H.263+ and MPEG-4 Visual), where intra prediction has been 
conducted in the transform domain, intra prediction in 
H.264/AVC is always conducted in the spatial domain, by refer- 
ring to the bins of neighboring samples of previously coded 
blocks which are to the left and/or above the block to be pre- 
dicted. This may incur error propagation in environments with 
transmission errors that propagate due to motion compensation 
into inter-coded macroblocks. Therefore, a constrained intra 
coding mode can be signaled that allows prediction only from 
intra-coded neighboring macroblocks. 

When using the Intra_4x4 mode, each 4x4 block is predicted 
from spatially neighboring samples as illustrated on the left- 
hand side of Fig. 15. The 16 samples of the 4x4 block, which 
are labeled as a-p, are predicted using prior decoded samples 
in adjacent blocks labeled as A-Q . For each 4x4 block one of 
nine prediction modes can be utilized. In addition, to "DC" 
prediction (where one value is used to predict the entire 4x4 
block) , eight directional prediction modes are specified as 
illustrated on the right-hand side of Fig. 15. Those modes are 
suitable to predict directional structures in a picture such 
as edges at various angles. 

In addition, to the intra macroblock coding types, various 
predictive or motion-compensated coding types are specified as 
P macroblock types. Each P macroblock type corresponds to a 
specific partition of the macroblock into the block shapes 
used for motion-compensated prediction. Partitions with luma 
block sizes of 16x16, 16x8, 8x16, and 8x8 samples are sup- 
ported by the syntax. In case partitions with 8x8 samples are 
chosen, one additional syntax element for each 8x8 partition 
is transmitted. This syntax element specifies whether the cor- 
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responding 8x8 partition is further partitioned into parti- 
tions of 8x4, 4x8, or 4x4 luma samples and corresponding 
chroma samples. 

5 The prediction signal for each predictive-coded MxN luma block 
is obtained by displacing an area of the corresponding refer- 
ence picture, which is specified by a t ranslat ional motion 
vector and a picture reference index. Thus, if the macroblock 
is coded using four 8x8 partitions and each 8x8 partition is 
10 further split into four 4x4 partitions, a maximum of sixteen 
motion vectors may be transmitted for a single P macroblock. 

The quantization parameter SliceQP is used for determining the 
quantization of transform coefficients in H.264/AVC. The pa- 

15 rameter can take 52 values. Theses values are arranged so that 
an increase of 1 in quantization parameter means an increase 
of quantization step size by approximately 12 % (an increase 
of 6 means an increase of quantization step size by exactly a 
factor of 2). It can be noticed that a change of step size by 

20 approximately 12 % also means roughly a reduction of bit rate 
by approximately 12 %. 

The quantized transform coefficients of a block generally are 
scanned in a zig-zag fashion and transmitted using entropy 

25 coding methods. The 2x2 DC coefficients of the chroma compo- 
nent are scanned in raster-scan order. All inverse transform 
operations in H.264/AVC can be implemented using only addi- 
tions and bit-shifting operations of 16-bit integer values. 
Similarly, only 16-bit memory accesses are needed for a good 

30 implementation of the forward transform and quantization proc- 
ess in the encoder. 

The entropy encoder 800 in Fig. 12 in accordance with a coding 
arrangement described above with respect to Fig. 2. A context 
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modeler feeds a context model, i.e., a probability informa- 
tion, to an arithmetic encoder, which is also referred to as 
the regular coding engine. The to be encoded bit, i.e. a bin, 
is forwarded from the context modeler to the regular coding 
5 engine. This bin value is also fed back to the context modeler 
so that a context model update can be obtained. A bypass 
branch is provided, which includes an arithmetic encoder, 
which is also called the bypass coding engine. The bypass cod- 
ing engine is operative to arithmetically encode the input bin 

10 values. Contrary to the regular coding engine, the bypass cod- 
ing engine is not an adaptive coding engine but works prefera- 
bly with a fixed probability model without any context adap- 
tion. A selection of the two branches can be obtained by means 
of switches. The binarizer device is operative to binarize 

15 non-binary valued syntax elements for obtaining a bin string, 
i.e., a string of binary values. In case the syntax element is 
already a binary value syntax element, the binarizer is by- 
passed. 

20 Therefore, in CABAC (CABAC = Context-based Adaptive Binary 
Arithmetic Coding) the encoding process consists of at most 
three elementary steps: 

1. binarization 
25 2. context modeling 

3. binary arithmetic coding 

In the first step, a given non-binary valued syntax element is 
uniquely mapped to a binary sequence, a so-called bin string. 
30 When a binary valued syntax element is given, this initial 
step is bypassed, as shown in Fig. 2. For each element of the 
bin string or for each binary valued syntax element, one or 
two subsequent steps may follow depending on the coding mode. 



In the co-called regular coding mode, prior to the actual 
arithmetic coding process the given binary decision, which, in 
the sequel, we will refer to as a bin, enters the context mod- 
eling stage, where a probability model is selected such that 
the corresponding choice may depend on previously encoded syn- 
tax elements or bins. Then, after the assignment of a context 
model the bin value along with its associated model is passed 
to the regular coding engine, where the final stage of arith- 
metic encoding together with a subsequent model updating takes 
place (see Fig. 2) . 

Alternatively, the bypass coding mode is chosen for selected 
bins in order to allow a speedup of the whole encoding (and 
decoding) process by means of a simplified coding engine with- 
out the usage of an explicitly assigned model. This mode is 
especially effective when coding the bins of the primary suf- 
fix of those syntax elements, concerning components of differ- 
ences of motion vectors and transform coefficient levels. 

In the following, the three main functional building blocks, 
which are binarization, context modeling, and binary arithme- 
tic coding in the encoder of Fig. 12, along with their inter- 
dependencies are discussed in more detail. 

In the following, several details on binary arithmetic coding 
will be set forth. 

Binary arithmetic coding is based on the principles of recur- 
sive interval subdivision that involves the following elemen- 
tary multiplication operation. Suppose that an estimate of the 
probability Plps e (0, 0.5] of the least probable symbol (LPS) 
is given and that the given interval is represented by its 
lower bound L and its width (range) R. Based on that settings, 
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the given interval is subdivided into two sub-intervals: one 
interval of width 

Rlps — R x Plpsj 

5 

which is associated with the LPS, and the dual interval of 
width R M ps = R " Rlps, which is assigned to the most probable 
symbol (MPS) having a probability estimate of 1 - Plps- Depend- 
ing on the observed binary decision, either identified as the 

10 LPS or the MPS, the corresponding sub-interval is then chosen 
as the new current interval. A binary value pointing into that 
interval represents the sequence of binary decisions processed 
so far, whereas the range of the interval corresponds to the 
product of the probabilities of those binary symbols. Thus, to 

15 unambiguously identify that interval and hence the coded se- 
quence of binary decisions, the Shannon lower bound on the en- 
tropy of the sequence is asymptotically approximated by using, 
the minimum precision of bits specifying the lower bound of 
the final interval. 

20 

An important property of the arithmetic coding as described 
above is the possibility to utilize a clean interface between 
modeling and coding such that in the modeling stage, a model 
probability distribution is assigned to the given symbols, 

25 which then, in the subsequent coding stage, drives the actual 
coding engine to generate a sequence of bits as a coded repre- 
sentation of the symbols according to the model distribution. 
Since it is the model that determines the code and its effi- 
ciency in the first place, it is of importance to design an 

30 adequate model that explores the statistical dependencies to a 
large degree and that this model is kept "up to date" during 
encoding. However, there are significant model costs involved 
by adaptively estimating higher-order conditional probabili- 
ties . 



Suppose a pre-defined set T_ of past symbols , a so-called con- 
text template, and a related set C = {0,..., C-l} of contexts is 
given, where the contexts are specified by a modeling function 
F. For each symbol x to be coded, a conditional probability 
p(x|F(z)) is estimated by switching between different prob- 
ability models according to the already coded neighboring sym- 
bols z E_ T. After encoding x using the estimated conditional 
probability p(x|F(z)) is estimated on the fly by tracking the 
actual source statistics. Since the number of different condi- 
tional probabilities to be estimated for an alphabet size of m 
is high, it is intuitively clear that the model cost, which 
represents the cost of "learning" the model distribution, is 
proportional to the number of past symbols to the power of 
f our_- 

This implies that by increasing the number C of different con- 
text models, there is a point, where overfitting of the model 
may occur such that inaccurate estimates of p(x|F(z)) will be 
the result. 

This problem is solved in the encoder of Fig. 12 by imposing 
two severe restrictions on the choice of the context models. 
First, very limited context templates T consisting of a few 
neighbors of the current symbol to encode are employed such 
that only a small number of different context models C is ef- 
fectively used. 

Secondly, context modeling is restricted to selected bins of 
the binarized symbols and is of especially advantage with re- 
spect to primary prefix und suffix of the motion vector dif- 
ferences and the transform coefficient levels but which is 
also true for other syntax elements. As a result, the model 
cost is drastically reduced, even though the ad-hoc design of 



context models under these restrictions may not result in the 
optimal choice with respect to coding efficiency. 

Four basic design types of context models can be distin- 
guished. The first type involves a context template with up to 
two neighboring syntax elements in the past of the current 
syntax element to encode, where the specific definition of the 
kind of neighborhood depends on the syntax element. Usually, 
the specification of this kind of context model for a specific 
bin is based on a modeling function of the related bin values 
for the neighboring element to the left and on top of the cur- 
rent syntax element, as shown in Fig. 13. This design type of 
context modeling corresponds to the above description with re- 
spect to Fig. 1-11. 

The second type of context models is only defined for certain 
data subtypes. For this kind of context models, the values of 
prior coded bins (Jb 0 , b lr b 2 ,.~, b±-i) are used for the choice of 
a model for a given bin with index i. Note that these context 
models are used to select different models for different in- 
ternal nodes of a corresponding binary tree. 

Both the third and fourth type of context models is applied to 
residual data only. In contrast to all other types of context 
models, both types depend on context categories of different 
block types. Moreover, the third type does not rely on past 
coded data, but on the position in the scanning path. For the 
fourth type, modeling functions are specified that involve the 
evaluation of the accumulated number of encoded (decoded) lev- 
els with a specific value prior to the current level bin to 
encode (decode) . 

Besides these context models based on conditional probabili- 
ties, there are fixed assignments of probability models to bin 
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indices for all those bins that have to be encoded in regular 
mode and to which no context model of the previous specified 
category can be applied. 

5 The above described context modeling is suitable for a video 
compression engine such as video compression/decompression en- 
gines designed in accordance with the presently emerging 
H.264/AVC video compression standard. To summarize, for each 
bin of a bin string the context modeling, i.e., the assignment 

10 of a context variable, generally depends on the to be proc- 
essed data type or sub-data type, the precision of the binary 
decision inside the bin string as well as the values of previ- 
ously coded syntax elements or bins. With the exception of 
special context variables, the probability model of a context 

15 variable is updated after each usage so that the probability 
model adapts to the actual symbol statistics. 

An specific example for a context-based adaptive binary arith- 
metic coding scheme to which the assignment of context model 
20 of the above embodiments could be applied is described in: D. 
Marpe, G. Blattermann, and T. Wiegand, "Adaptive codes for 
H.26L," ITU-T SG16/Q.6 Doc. VCEG-L13, Eibsee, Germany, Jan. 
2003-07-10. 



